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1. Limited AP & Web Mode

1.1 Change mode to <Limited AP & Web mode>
If you click the <Reserved Button>(GPIO21 or GPIO10) button twice consecutively, the

WizFi210 is restored to factory and changed <AP & Web mode>.
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The IP address of WizFi210 is shown below.
IP:192.168.1.1/Subnet:255.255.255.0/Gateway:192.168.1.1
And the URL address of Wizfi210 is <http://192.168.1.1>

Instead of clicking the <Reserved Button>, you can use the <AT Command> as below.

AT +XDUN=#

LOK1 .

AT+XCONEIG=1)

APP Reset-APP SH Reset

Factory Default. Limited AP and UEB Daemon start

[OK]

Ip SubNet GateMay
192. 168. 1. 1! 2hh, 2hh. 2Kh. A 192, 168.1. 1
LOK]
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1.2 Connect to the WizFi210 (Limited AP)
If you scan the AP, you can see <WizFIAPXXXXXX> in the AP list.

<XXXXXX> is the MAC address of WizFi210.
Now, connect your PC to the WizFi210.
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In Limited AP mode, WizFi210 have the DHCP server, so you don’'t need use the <static IP

address>.

You can verify the IP address of your PC.
C:Wripconfig

Mindows IP Configuration

[Ethernet adapter 771 HEHZ “ZE 9

Connection—specific DNS Suffix .
IP Address. - - - - - - - & & =« =&
Subnet Mask - - - - & &« & & & & &
Default Gateway . - - & & = =« = =

192.168.1.2
255.255.255.8
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1.3 Connect to the Web server

Connect to the web server of WizFi210.

The default <ID/Password> is <admin/admin>.
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Now, you can configure the WizFi210 with web browser via WiFi.

/= Wellcome page — Windows Internet Explorer
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Wireless Settings CWi—Fi) Metwork Settings (TCPARP Administration Settings Logout
WELCOME
Fleaze use the following configuration pages to connect the device to a network.
Wirelezs Settings (Wi-Fi): U=erz can change Wi—Fi parameterz to associate thiz device to an available
Wi—Fi network,
Metwork Settings (TCRARPY): Users can change network parameters 1o obtain or set the IP address of
this device.
Administrative Settings: Users can change the login & password to these configuration pages.
Logout: After completing configuration changes, users can logout. _
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